Old Part Number ***

CROSS REFERENCE
70087 TO “H” SERIES TO “RH” SERIES

087-304-0036
70087-3040-001
70087-3040-004
70087-3040-007
70087-3040-008
70087-3040-010
70087-3040-020
70087-3040-035
70087-3040-044
70087-3040-047
70087-3040-063
70087-3040-069
70087-3040-070
70087-3040-076
70087-3040-098
70087-3040-118
70087-3040-121
70087-3040-144
70087-3040-145
70087-3040-149
70087-3040-150
70087-3040-153
70087-3040-154
70087-3040-155
70087-3040-156
70087-5000-003
70087-5044-000
70088-3040-001

087-304-0038
70087-3040-002
70087-3040-012
70087-5724-424

Single Channel

“H” series P/N New “RH” series P/N
H1612-025 RH1612-025
H1612-001 RH1612-005

------------ RH1320-001 (smaller dia)
H1612-013 RH1612-013

------------ RH1320-001 (larger dia)
H1612-013 RH1612-013
H1512-001 RH1512-005

------------ RH1320-003 (larger dia)
H1522-009 RH1522-009

------------ RH1512-013
H1612-001 RH1612-005
H1612-005 RH1612-005
H1512-005 RH1512-005
H2612-004 * RH2612-004 *
H1512-006 or —007 RH1512-006 or —007
H1320-001 RH1320-001
H1320-001 RH1320-001
H1320-003 RH1320-003
H1320-005 RH1320-005
H1622-005 RH1622-005
H1522-005 RH1522-005
H1320-003 RH1320-003
H1320-001 RH1320-001
H1320-001 RH1320-001
H1320-005 RH1320-005

H1522-009 or —-010 RH1522-009 or —010
H1522-009 or -010 RH1522-009 or —010
H1522-009 RH1522-009

Dual Channel
None (could use non x-proof BH1612-013)
BH1612-001 **
BH1612-013
BH1612-001 **

* Minimum buy of 10 pieces. (P/N RH1612-005 may be used as a temporary
replacement; it does not, however, have the welded, hermetically sealed connector and

has a round body instead of hex body).

** Replacement sensor also needs new connector CN79860-4200 or cable assembly
CA79860-30-010*** Refer to office for sensors not on this list.
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